
PATH22 MIDDLE SECTION PHASE 2 PROJECT 

ADDENDUM NO. 1 

JULY 15, 2016 

 

NOTICE TO BIDDERS 

This ADDENDUM shall be acknowledged both in the space provided below on this ADDENDUM and on 
the BID FORM.  Failure of any Bidder to properly acknowledge receipt of this ADDENDUM both on this 
form and on the BID FORM may result in rejection of the bid. 

 

This ADDENDUM shall be attached to the Contract Documents and shall form a part thereof. The 
following changes/additions shall be made in the Specifications, Contract Documents and/or Drawings. 

 

1. ADD a Bid Alternate for realignment of the Tribal Trails Pathway intersection approximately 600’ west 
of the Cattle Tunnel near the beginning of the original project. ADD THE ATTACHED DRAWING TO THE 
CONTRACT PLAN SET. Also attached is a revised Bid Form with the quantities for this Bid Alternate 
included.  The original base bid items have not changed. PLEASE NOTE THAT THE APPARENT LOW 
BIDDER SHALL STILL BE DETERMINED BY THE BID RESULTS FROM THE BASE BID TOTAL. THE BID 
ALTERNATE TOTAL WILL BE TABULATED SEPARATELY AND NOT INCLUDED IN DETERMINATION OF THE 
APPARENT LOW BIDDER.  

REPLACE THE BID SHEDULE WITH THE ATTACHED 2 PAGES VERSION. 

 

Sincerely, 

Amy Ramage, PE 
Teton County Engineering Manager 
 

 

 

 

           

BIDDER ACKNOWLEDGEMENT   DATE 

 

ATTACHMENTS:  REVISED BID SCHEDULE (2 PAGES), BID ALTERNATE PLAN SHEET (1 PAGE) 



 
ADDENDUM NO. 1 

EJCDC® C-410, Bid Form  
Path 22 Middle Section – Phase II 

     Page 1 

PATH 22 MIDDLE SECTION – PHASE 2 BID SCHEDULE 

Item Spec Estimated Bid Total
No. Section Quantity Unit Price Price

1 105.9 Contractor Surveying LS 1

2 109 Mobilization LS 1

3 109 Force Account FA 1 25,000.00$    25,000.00$               

4 109 Force Account - Utility Adjustments FA 1 7,500.00$      7,500.00$                 

5 201 Force Account - Clearing and Grubbing FA 1 10,000.00$    10,000.00$               

6 202 Removal of Existing Asphalt Surfacing SY 900

7 203 Unclassified Excavation Above Subgrade CY 2703

8 203 Unclassified Excavation Below Subgrade CY 50

9 203 Borrow Special Excavation (Imported Borrow) CY 2500

10 207 Topsoil Placement LF 4605

11 207 Import Topsoil TON 150

12 215 Contractor Stormwater Control LS 1

13 215 Silt Fence LF 4550

14 215 Sediment Logs LF 4600

15 216 Hydraulic Seeding SY 8300

16 216 Erosion Control Blanket SY 4000

17 301 Pit Run Subbase TON 3975

18 301 Crushed Base TON 1750

19 406 Plant Mix Pavement (Commercial Mix) TON 740

20 509 Structural Fill CY 1000

21 509 Block Retaining Wall SF 4825

22 603 CMP 18 in FT 60

23 603 CMP FE Sect 18 in EA 4

24 607 Fence Removal FT 70

25 607 Fence  (Safety Railing) FT 1150

26 702 Remove & Reset Highway Signs EA 5

27 702 Pathway Signs, including post EA 6

28 702 Delineators, Type III EA 10

29 703 Temporary Traffic Control LS 1

31 703.4 Pavement Markings 4" Centerline LF 300

32 703.4 Pavement Markings Crosswalks SF 200

33 703.4 Pavement Markings Yield Line EA 1
TOTAL BID ITEMS 1 - 33:

Dollars $
(use words) (use figures)

THE APPARENT LOW BIDDER SHALL BE DETERMINED BY COMPARISON OF THE BASE BID TOTAL ABOVE

Item Description Unit

Base Bid:
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PATH 22 MIDDLE SECTION – PHASE 2 BID SCHEDULE for BID ALTERNATE 1 

 

 

Item Spec Estimated Bid Total

No. Section Quantity Unit Price Price

1A 202 Removal of Existing Asphalt Surfacing SY 170

2A 203 Unclassified Excavation Above Subgrade CY 50

3A 203 Borrow Special Excavation (Imported Borrow) CY 150

4A 207 Topsoil Placement LF 370

5A 215 Silt Fence LF 100

6A 215 Sediment Logs LF 100

7A 216 Hydraulic Seeding SY 780

8A 216 Erosion Control Blanket SY 100

9A 301 Pit Run Subbase TON 300

10A 301 Crushed Base TON 140

11A 406 Plant Mix Pavement (Commercial Mix) TON 60

12A 509 Block Retaining Wall (HEIGHT < 4') SF 320

13A 603 CMP 30 in FT 60

14A 603 CMP FE Sect 30 in EA 2

15A 703.4 Pavement Markings 4" Centerline LF 70

TOTAL BID ALTERNATE ITEMS 1A - 15A

Dollars $

(use words) (use figures)

Bid Alternate 1: TRIBAL TRAILS INTERSECTION REALIGNMENT

Item Description Unit
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